
S P E C I F I C A T I O N S
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Stabilisation
Standard ColourTravelling Height (approx)Overall Length (typical)Overall Width (typical)Weight (approx)
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Open centre live hydraulic system. All cylinders equipped with holding valves.

6.75m 22’ 6”1.95m 6’ 6”1,640kg 3,674lb

.8m 51’ 10”
   13.8m 45’ 3”  200kg 450lb   107x61x100cm 3’6”x2’x3’3”   Fibreglass   MechanicalSteelArticulating7.1m at 7.75m 23’0”’ at 25’6”0 360 continuousGasoline engine or truck mounted PTO.

One pair of hydraulic outriggers is standard. Additional stabilisers or torsion bar suspension available.White boom/charcoal base.2.8m 9’ 2”



Danger: Standard models described in this brochure are NON-INSULATED and do not provide electrocution protection from contact with or close proximity to energised conductors which is pointed out on the decals and placards attached to the machine.Only qualified operators and trained operators are to be authorised to use and operate a work platform.Aerial work platforms must be elevated only on a firm, level surface.Outriggers must be extended and set and the machine must be level before use.Products in this brochure comply with relevant ANSI and Australian Standards. This literature is for illustrative purposes only. Consult Operating/Maintenance and Parts Manuals for proper procedures. Specifications may vary and are subject to change without notice.
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Optional Equipment


