Specifications

MHP16-T
‘Working Height 16m (52'6")
Maxii II.A 47'3")
mum m
Minimum m am (2'51")
Capacity SWL 21 5kg at 7m reach (d?Olbs at 23'0")
at | 1m reach (175lbs. at 36'0")
Size % 62cm D x 1100'“ H
s (35"WKZW'DXG'T'H]
Levelling Hydraulic Slave Cylinder
Boom Construction 3 Stage Aluminium
Horizontal Reach 1 1r|| at 7.5m (24'7") with 80kg SWL
auamcaz'r")mnm skos Swif
envelope cont
Turntable Rotation 400° non continuous 2 speed control
4l dent Hy lically Operated
Outriggers w'a‘denen lydraulically
Power Source Gasoline Engine
Overall Height (Stowed) | 2.18m (7'2")
Olltl!ioﬂﬂ' Extended 3.58m (11'9")
n m (11
Outrigger Retracted 1.76m (5'9")
Overall Length (Stowed) | 6.92m (22'¢")
Wheel Diameter 355m (14")
Brakes Disc
Machine Weight 1585kg (3500 Ibs.)
Options
» AC outlet on platform
* AC motor power source
» Flashing light on boom

Power jockey wheel
¥’ airline to platform

* Dual power drive (AC & Gasoline engine)

MHP16T GENERAL ARRANGEMENT




